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Represented by:

OceanTools DACON Serial Data Manager
Data Concentrator for Survey Applications

The OceanTools DACON is a simple to use, Windows based, data concentrator 
that takes in serial data from sources such as Gyros, Pipetrackers, GPS, 
Doppler, ROV telemetry etc on 12 inputs. The data may then be concatenated, 
multiplexed or funnelled and output on up to 4  serial outputs. 

Any combination of input data may be directed to any output port. For 
example, you could output Gyro, Pipetracker and GPS to a Video Overlay on 
Output1,GPS, Doppler and ROV telemetry to a Datalogger on Output2 and 
Gyro, Pipetracker, GPS, Doppler and ROV Telemetry on Output3. 

The unit has two RS485 output ports which may be used to transfer data to a 
remote location e.g. from the ROV control cabin to the Bridge of a vessel.

The simple to use Windows based software allows the operator to select input baud rates 
and to select which inputs are directed to which outputs. It also allows the user to select 
whether the individual outputs should be Triggered (eg by an Input) or should be Timed. 

A ‘terminal’ window allows the user to monitor any incoming or any outgoing data. 
All inputs and outputs have ‘virtual’ LEDs to confirm that data is being received and 
transmitted.

If GPS is present it is possible to timestamp all incoming data with very high accuracy.

KEY FEATURES
12 x 232 input. 2 x 232  and 
2 x 485 output

8 x 232  & 4 x 485 input, 2 x 
232 & 2 x 485 output

Simple to use Windows 
interface

Time or data triggered 
outputs

19” 2U rack mountable

Terminal window allows all 
data to be viewed
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